CADD TEXT PARAMETERS

MANUAL TEXT PARAMETERS

Reference No. D LV/CO= FT= TX= WT= LS= TJ= Comments Reference No. D Text Size Ragelgog;'zaeph Style Comments
[1] 55 23 | 175 | 4 | 125 | LB | TJ:LB unless shown otherwise [1] Moo Loarag 2 Slant
55 23 17.5 4 8.75 LB Line Spacing between notes shall be 17.5 units NgAOTL.GéTg?/ 3 Straight
54 1| 22 | 6 - | c8 [4] Moo Laros/ 2 Straight
[4] 55 1| 175 | 4 - | c8
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=| LC= Comments
USER NOTES

NOTE : For project related sheets, see standards:
P-02.15; P-02.30; P-06.10

NOTE : Design Data, Index of Sheets and General Notes
Callouts are to be positioned as shown.

Reference No. O

Comments

W

See Std P-00.70 for Title Block & Project Number Block Layout

2

See Std P-00.60 for Data Table Layout

&

See Std P-00.60 for Text Layout

DESCRIPTION OF

]

Apbreviations: I(-:\é - I(-:%tglh D - Text Reference Callout A See Std P-00.60 Line Weight
FT - FONT O - Graphic Reference Callout Table for Manual Construction.
TX - TEXT SIZE P
WT - LINE WEIGHT O - User Note Reference Callout Units of measure for 'TX=' and 'LS='
Ifi - 'ﬁl_:N)fTSJFLASCTl:ﬁCATION are expressed in feet, (scale - 1"=100") using
AC - ACTIVE CELL ADOT's Standard Working Units.
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